2004

June 1.

BORDER REV. DATE:

ﬂt}mu HOLES

"—$—DRILL HOLES

MD 5 IS ASSUMED TO RUN IN
A NORTH-SOUTH DIRECTION

TO MD 501

EXISTING SIGNS

14 16 | 19,20,25,26
< Aatlron ™ | =indian Bridge Bt Lokt D)
indian Bridge = Flatiron ®° =

PROPOSED BLACK FACE SIGNALS

17,22 ~ EXISTING SIGNS

<= Fat tron Rd . ||<=Indian Bridge Road |
Indian Bridgo Road =} Flat Iron Rd =

TO BE REMOVED

144 2+5
(R

@R @

B D&

12"/8" 127

PROPOSED VIDEO
DETECTION

9, 11 12

21

(R
O
@

12”

a.b.csd |

EXISTING SIGNALS
TO REMAIN

@5

7+10

®
: 4
s ©

:;‘.? - 8 "

BLACK FACE

NEMA PHASING

FLASHING

B4 OPERATION

78 FIREHOUSE

PRE-EMPTION

NOTE:

PHASES ASSOCIATED BY A DASHED LINE WILL OPERATE CONCURRENTLY.
PHASES ASSOCIATED BY A SOLID LINE WILL NOT OPERATE CONCURRENTLY.
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CONSTRUCTION DETAILS

m O o o >

" "DETECTOR CABLES.
'G.VIDEQ DETECTION ZONE..
H. USE EXISTING HANDHOLE.
J. USE EXISTING CONDUIT.
 K.USE EXISTING SIGNAL POLE.

L. REMOVE EXISTING SIGN R 3 5(L) FROM MAST ARM.

@—DMLL HOLES
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- EXISTING

BY: 3USERNAMES

UTILITY LEGEND
© o~ - STORM DRAIN
- GAS MAIN
-~ WATER MAIN.
- SEWER MAIN
-+ ELECTRIC CABLES
-~ AERIAL CABLES
- TELEPHONE CABLES
- FIBER-OPTIC

..INSTALL SIGNAL HEAD ON MAST ARM AS SHOWN.
INSTALL OVERHEAD VIDEO DETECTION CAMERA ON EXISTING MAST ARM AS SHOWN.
REMOVE AND RELOCATE EXISTING SIGN ON EXISTING MAST ARM AS SHOWN.

. REMOVE EXISTING SIGNAL HEADS AS SHOWN. - GENERAL NOTES

. USE EXISTING CABINET AND CONTROLLER. (NOTE: SHA FORCES SHALL RETROFIT

| CONTROLLER EQUIPMENT TO OPERATE VIDEO DETECTION EQUIPMENT 5
F. ABANDON EXISTING CABINETLOOP DETECTOR, DISCDNNECT AND REMOVE EXISTING LOOP

¥

VIDEQ CAMERA LOCATION / ALIGNING SHALL BE COORDINATED WITH T

THE SHA ENGINEER. | e

ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE
PROPERTY OF THE SIGNAL CONTRACTOR UPON COMPLETION OF THE
MODTFICATION OF THE SIGNAL.

THE CONTRACTOR SHALL CONTACT SHA 10 SCHEDULE RETROF ITTING

OF CONTROLLER EQUIPMENT IN ORDER TO OPERATE VIDEO DETECTION

EQUIPMENT.

THE CONTRACTOR SHALL BE RESPONSIBLE FOR TERMINATING ALL
SIGNAL CABLE AND VIDEO DETECTION CAMERA CABLES TO THE
APPROPRIATE TERMINALS AND PROPERLY LABEL EACH CABLE SO
THAT SHA FORCES CAN MAKE THE FINAL CUNNECTIDNS.

ALL UNUSED CABLES SHALL BE REMOVED FORM THE EXISTING CONTROLLER,
CONDUITS AND HANDHOLE.

ALL UNDERGRUUND AND OVERHEAD UTILITIES SHOWN ON THESE PLANS ARE
SCHEMATIC AND NOT CONSIDERED TO BE COMPLETE. THE CONTRACTOR SHALL BE
RESPONSIBLE FOR NOTIFYING ALL UTILITY COMPANIES PRIOR TO CONSTRUCTION.
SO THAT ALL UTILITIES MAY BE LOCATED IN THE FIELD. IF THE CONTRACTOR
PERCEIVES THAT A CONFLICT BETWEEN THE UTILITIES -AND THE TRAFFIC SIGNAL
%§Nég¥E¥E£YTHE CONTRACTOR SHALL NOTIFY THE APPROPRIATE PROJECT ENGINEER

e B R. O. W.
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BALTIMORE, MD 21227
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